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single 5V power supply
4.5W 

Windows XP
Linux
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SPECIFICATIONS

Display

Optional Accessories

Part Number Name Description Qty.

CERTIFIED

Wide 
Temperature

0C

104-1649CLD2NA
PC/104 Onboard LX800\LX600 SBC with VGA/2LVDS/CF/2LAN/Audio

AMD LX600/800 366/500MHz CPU
Onboard 512MB DDR2 memory
Supports VGA/LVDS/TTL
Supports 2x10/100Mbps Ethernet interface
Supports 4 x USB2.0,4 x COM
Operating Temperature : -40 -85

Processor
Chipset
Memory
Hardware Monitor
Watchdog Timer
Expansion Interface

AMD LX600/800 366/500MHz CPU
AMD Geode™ CS5536
Onboard 512MB DDR2 memory
Monitors system status, voltage, temperature and fan speed
1-255 seconds or 1-255 minutes 
PC/104-Plus

1 x IDE (44-pin) 
N/A
N/A
1 x CF
N/A

2 x USB2.0 Ports
4 x RS-232(2 x RS-422/485)
N/A
N/A 
8-bit digital I/O connector
AC'97
1 x PS/2

Chipset
Memory
Resolution

Dual Display

TMAMD Geode  CS5536
Integrate in LX800,16MB share memory
VGA mode up to 1600 x 1200 @85Hz
LCD mode up to 1024 x 768 @18/24bit
LVDS mode up to 1024 x 768 @18bit
VGA/LVDS/TTL

2 x RTL8139D
10/100Mbps
N/A

116mm 96mm
-40 ~85
N/A
5%-90%, non-condensing

Dimensions
Operating Temperature
Storage Temperature
Operating Humidity

2192-010051
2360-012641
2360-012651
2360-027521
2360-014781
2360-008781
2360-017481
2360-002581
2360-012771

Driver DVD/protective film/RoHS
VGA cable/RoHS
DC power supply cable/RoHS
COM cable/ROHS
USB cable
HDD flat cable/RoHS
Multi-functional converter cable/RoHS
Audio cable with bracket/RoHS
Serial port cable/RoHS

104-1649CLD2NA/Ver.: C00
2x5 Pin connector(2.0mm pitch)to 15P female right angle connector, length: 300mm/ RoHS
2x5 Pin connector to one male power 4 Pin (5.08mm pitch),length:250mm/ RoHS 
DB9 male connector to DB 2x5-pin female connector, 2.0mm pitch, length: 300mm
Two USB ports to one 10 Pin(2x5) connector(2.0mm pitch),length:550mm/RoHS
40Pin to 44Pin(2.0mm pitch), length:550mm/RoHS
Buzzer reset button dual PS/2 connector to 2x5 Pin pitch female connector, length: 250mm
DB 2x5-pin female connector (2.0mm pitch) to 3 x audio connector with bracket/length: 300mm
2x5-pin DB female connector (2.0mm pitch) to DB 2x5-pin female connector (2.0mm pitch), length: 300mm

1
1
1
4
1
1
1
1
2

0030-013920

0030-013910

0030-013900

104-1649CLD2NA-8PIM

104-1649CLD2NA-8P

104-1649CLD2NA-6PI

PC/104 motherboard/onboard AMD LX800 CPU/512MB DDRII memory/VGA+LVDS+TTL display port/1 x IDE(44-pin)/
2 x 100M network port/4 x USB/4 x RS232(2 x RS422/485, 2 x RS232)/1 x LPT/1 x AC97/PC/104 and PC/104-Plus
PCI/104 motherboard/onboard AMD LX800 CPU/VGA+LVDS+TTL display port/CF card Socket/1 x IDE(44-pin)/
2 x 100M network port/4 x USB/4 x RS232(2 x RS422/485, 2 x RS232)/1 x LPT/1 x AC97/ PC/104-Plus
PC/104 motherboard/onboard AMD LX600 CPU/VGA+LVDS+TTL display port/CF card Socket/1 x IDE(44-pin)/
2 x 100M network port/4 x USB/4 x RS232(2 x RS422/485, 2 x RS232)/1 x AC97/ PC/104 and PC/104-Plus

Memory
On Board


